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The 4 cornerstones
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Choose from 22 base colours and two accent colours. Choose from sheet or

tiles. Choose the acoustic version if comfort and a good impact sound value are Granit

Choose Granit for quality, economy and interiors beyond the ordinary.

interactive function for exploring design ideas and an image library you can

priorities. Choose from seven borders, available in any combination of colours.

Further information about Granit is available on a CD-rom that includes an
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Granit 2.0 and Acoustiflor, low maintenance homogeneous vinyl floorings, offer a wide range of
colourways, to suit all types of interior design. They are reinforced with Polyurethane (PUR) which
means no seals, waxes or polishes are required. As a result of this reinforcement, they are extremely
durable floorcoverings, with ease of maintenance - dirt cannot adhere, scuff marks simply wipe off.
Maintenance is therefore substantially more cost effective in terms of both labour and materials.
Granit is suitable for use in most commercial areas. The range includes two multicoloured products
for exciting pattern installations.

Technical data GRANIT GRANIT
s Corfu Article No. 32955001 Square 2.0 MM ACOUSTIFLOR

transfer into a CAD program. ShEE  aso0s . :
Type of floor covering Homogeneous Homogeneous vinyl

Granit 2.0 mm EN 649 single layered flooring with foam
Granit Acoustiflor EN 651 vinyl flooring interlayer
™ I Classification EN 685 Commercial: 34 Commercial: 33
! Industrial: 43 Industrial: 41
T Wear layer thickness EN 429 2.0 mm 1.5 mm
Capetown Article No. 32955002 Diamond B
e Art. No. 32955017 Polyurethane reinforced yes yes
L Vinyl foam interlayer EN 429 - 2.3 mm
i = '?"""-I‘ e = thickness
r"' 1-.. i‘Eﬂ 4 # =3 Foil backing thickness EN 429 - 0.2 mm
776 381 & ,ég' Y & :
il i __'_ k. Total thickness EN 428 2.0 mm 4.0 mm
NCS S 5030-R80B NCS S 4030-R90B NCS S 2020-R90B * NCS S 1010-R90B NCS S 6020-B70G SR— """ e iy Weight /m? EN 430 31K 30K
Welding Rod No. 32 91921 0 Welding Rod No. 32 92379 0 Welding Rod No. 32 91210 0 Welding Rod No. 32 92656 0 Welding Rod No. 32 92381 0 . . . eight/m ol L o) 14y
Serpentine Article No. 32955003 Circle .
Art. No. 32955010 Abrasion/ EN 660: Part 1 Group P: <£0.15 mm Group P: < 0.15 mm

thickness loss

/ S \ — Residual indentation EN 433 approx. 0.03 mm approx. 0.13 mm
i 1 i : - -
! iy & i 1 {1 Wear by chair castors EN 425 suitable suitable
i Rk L } | 1 Underfloor heating suitable suitable
w | i e Electrical resistance EN 1081 approx. 10 0hm approx. 10 Ohm
i | T - Classic Article No. 32955004 Sratss;‘co 32055012 Extent of improvement EN IS0 717/2 - approx. + 15 dB
779 | b-f 773 ey 772 o in impact sound resistance
) ) - | : a 2 2
NCS S 3020-870G * NCS S 1010-B70G NCS S 1040-Y20R NCS S 1020-Y20R NCS S 4040-YS0R == o e - e Thermal resistance DIN 52612 approx. 0.0095 m?K/W approx. 0.034 m2K/W
Welding Rod No. 91794 0 Welding Rod No. 32 92617 0 Welding Rod No. 32 91773 0 Welding Rod No. 32 91772 0 Welding Rod No. 32 92446 0 7\‘ ’ = | Fire test DIN 4102 B1 B1
. [ g e A BS 476: Part 7, 1997 Class 2 Class 2
| B U L il - e e il
_f 1 7= { s | % ASTM 1503.3.1989 Spread of flame index: 0 | Spread of flame index: 0
’ 3 'y i X Rope Article No. 32955005 Crown Smoke developed index: 6 |Smoke developed index: 6
| i .'." [ i ¥ Art. No. 32955011 préN 13501-1 Class By s1 Class B s1
A ! o f - prEN IS0 9239-1 > 8 kw/m? > 8 kw/m?
iyt L1} I. = I i o Colour fastness EN 20105-B02 > level 6 > level 6
¥ 3 . s ?*&&'ﬁ*’# M Chemical resistance EN 423 good resistance good resistance
774 Qe 372 "tk 771 371 Colours 24 12
NCS S 3030-Y50R * NCS S 2020-Y50R NCS S 2020-Y30R * NCS S 1010-Y20R NCS S 3010-Y40R Chardonnay Article No. 32955014 Leaf Form of delivery E'ﬁh‘;ﬁ approx. 25 running approx. 25 running
Welding Rod No. 32 92375 0 Welding Rod No. 32 91830 0 Welding Rod No. 32 92372 0 Welding Rod No. 32 91203 0 Welding Rod No. 32 92371 0 Art. No. 32955015 (rolls) metres x 200 cm Tmetres x 200 cm
art. no. 3218 _ _ _ 5 art. no. 3221 _ _ _5
. B} i L EN 427 3 digit colour number 3 digit colour number
1 i LA Tiles 61x61 cm -
| v 1 i box) | 14 tiles / box = 5.21 m?
_ b0 iy (
i art. no. 3243 0
o ¥ i L # 3 digit colour number
] i lﬁl
I ! : e
(¢ ; Y
m N ‘i iy
770 781 782 M . ' All colours also available as tiles.
NCS S 2005-Y40R * NCS S 1005-Y40R * NCS S 1000-N NCS S 1502-B NCS S 2502-B * Please contact your nearest Tarkett Sommer office for delivery details.

Welding Rod No. 32 92370 0

Welding Rod No. 32 88255 0

Welding Rod No. 32 94645 0

Welding Rod No. 32 94680 0

Welding Rod No. 32 91811 0

R 4 - 3 + Granit Acoustiflor i . . P . . .

T i . -ir'*- avairfanb]le ;Osse]f:&;:’in Tarkett Sommer’s instructions regarding installation, cleaning and maintenance should be observed.

 Lig H.‘"‘ il colours: 9 Please contact Tarkett Sommer at the address shown for these instructions. The high vinyl content of
] .5'- d i 370. 372 375, 379, 381 Granit allows 90° coving without cove formers.
| 4 Syt ;!E": 382, 383, 770, 772, 775,

g e T, 4 777 and 780.
> Tl
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NCS S 4502-B * NCS S 8502-B NCS S - NCS S -

Welding Rod No. 32 92383 0

Welding Rod No. 32 92384 0

Welding Rod No. -

- 12 —

Welding Rod No. -
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Exciting design
Proven quality

Low cleaning costs

Rolls, tiles,
acoustic version
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Tarkett Sommer




