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Tecsom Variance 25102510

Tecsom Variance 2510 is a modular tweed aspect loop pile carpet tile with an excellent broadloom effect.
The lively multicoloured tweed pattern gives vitality to any commercial interior.

Designed to be functional, durable and easy to maintain, Variance is ideal for heavy traffic
office areas.

BS Backing System and Yarn System
All Tecsom carpet tiles are manufactured using the Tarkett Sommer Backing System, consisting of
a double calendered vinyl coating stabilised with glass fibre reinforcement.
Tarkett Sommer’s unique Backing System ensures total dimensional stability and tear resistance.
It has outstanding acoustic performance and optimises underfoot comfort, which is so valuable
in an office environment.

Tarkett Sommer uses technical yarns which make Tecsom Variance extremely resistant to heavy
traffic, light fastness and wear.
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Commercial carpet tiles

Tecsom Variance 2510

Heavy contract

Excellent broadloom effect

Textured multicoloured
effect

Australia: Tarkett Sommer Australia Pty Ltd – Tel. +61 2 96 34 73 73 • Austria: Tarkett Sommer Ges.m.b.H. – Tel. +43 1 47 88 062 • Belgium: s.a. Tarkett
Sommer n.v. – Tel. +32 2 520 04 67 • Canada: Domco Tarkett Inc. – Tel. +1 450 293 3173 • China: Tarkett Sommer Asia Pacific Limited Shanghai
Representative Office – Tel. +86 (21) 62 88 15 38/39 • Denmark: Tarkett Sommer A/S – Tel. +45 43 90 60 11 • Finland: Tarkett Sommer Oy – Tel. +358 9
682 31 20 • France: Tarkett Sommer SA – Tel. +33 1 41 20 42 49 • Germany: Tarkett Sommer Vertriebs GmbH & Co KG, Bereich Objekt – Tel. +49 6233 810
• Greece: Tarkett Sommer Monoprosopi Ltd – Tel. +30 2 10 576 3889 • Hong Kong: Tarkett Sommer Asia Pacific Ltd. – Tel. +852 2511 8716 • Italy: Tarkett
Sommer S.p.A. – Tel. +39 02 319 211 • Middle East: Tarkett Sommer Middle East – Tel. +961 1 75 2363/4 • Netherlands: Tarkett Sommer Benelux BV –
Tel. +31 765 780 700 • Norway: Tarkett Sommer AS – Tel. +47 32 20 92 00 • Poland: Tarkett Sommer Polska Sp. z o.o – Tel. +48 22 833 10 97 • Portugal:
Tarkett Sommer SA – Tel. +351 21 756 75 40 • Russian Federation: Tarkett Sommer Russia – Tel. +7 095 937 74 50/51 • Singapore: Tarkett Sommer Far East –
Tel. +65 6743 53 84 • Spain: Tarkett Sommer SA – Tel. +34 91 358 00 35 • Sweden: Tarkett Sommer Försäljnings AB – Tel. +46 8 625 19 00 • Switzerland:
Tarkett Sommer GmbH – Tel. +41 62 737 90 50 • United Kingdom: Tarkett Sommer Ltd – Tel. +44 (0)1905 342700 • United States: Domco Tarkett Inc. USA –
Tel. +1 713 869 5811 • Yugoslavia: Sintelon – Tel. +381 21 7557 201
Tarkett Sommer International GmbH: Tel. +49 6233 811 755

http://www.tarkett-sommer.com

The Sedan
production 
factory is 
registered 
and conforms 
with the 
environmental
management
sytem 
ISO 14001. 

The Sedan 
production factory 
is registered
and conforms  
with the
ISO 9001:2000 
quality 
management 
system.
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The above information is subject to modifications for the benefit of further improvement. Ces informations sont susceptibles d’être modifiées. Die techn. Daten konnen verändert werden, soferne das Produkt dadurch verbessert wird. (04/03)

TECSOM® : TARKETT SOMMER registered Trademark

Tecsom 2510 Variance

Technical data Standards Tecsom 2510 Variance

Pile material - Fibre - Nutzschicht 100% Polyamide with solution dyed and space yarns
(Yarn System) from Tarkett Sommer technologies

Description/Gauge - Description/Jauge - Belagsart 1/10 loop pile 

No. of stitches - Nbre de points - Anzahl der Stiche ISO 1763 36 stitches/10 cm

Density - Densité - Noppenzahl ISO 1763 147 600 stitches/m2

WDF Weight Density Factor 3 487 034
AD Average Density 6 579

Pile height - Hauteur de fibre - Polschichtdicke ISO 1766 2,9 mm

Total thickness - Epaisseur totale - Gesamtdicke ISO 1765 7,5 mm

Pile yarn weight - Poids de fibre - Poleinsatzgewicht ISO 8543 530 g/m2 (16,65 oz/yd2)

Total weight - Poids total - Flächengewicht ISO 8543 4 400 g/m2

Primary backing - Support - Träger Non woven primary backing

Backing - Envers - Rücken Tecsom Backing System - 100% recycled vinyl backing reinforced

Dimensional stability - Stabilité dimentionnelle - BS 4682 (3/4) ≤ 0,10%
Maßbeständigkeit EN 986 ≤ 0,10%

Classification - Classement - Klasse EN 1307 Heavy Contract
Class 3

UPEC U3 P3 E1 C0 

Castor chair - Chaise à roulettes - Stuhlrollen EN 985 Passed R ≥ 2,4

Reaction to fire - Réaction au feu - ASTM E 648 (cat.1) Passed
Brandverhalten EN ISO 9239-1 Cfl s1

Electrostatic characteristics - EN 1815 ≤ 2 kV
Comportement électrostatique - ISO 10965 RT _~ 1010 Ω
Durchgangswiderstand

Impact sound reduction - Efficacité acoustique - ISO 717/2  ∆Lw 25 dB
Trittschallschutzverbesserungsmaß ISO 11654  αw / ISO 354 0,20 (H)

Light fastness - Solidité lumière - Lichtechtheit ISO 105 B02 6

Thermal resistance - Sols chauffants - EN 12524 0,09 m2 K/W
Wärmedurchlasswiderstand

Colours - Couleurs - Farben 16

Tile size - Dimension - Lieferform 50 x 50 cm

Tiles per box - Conditionnement - Fliesen/Karton 5 m2 (20 tiles)
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