
Heavy traffic  

Refined pin-point aspect

Excellent resistance to traffic and soiling

Superb broadloom effect

High colour fastness

Commercial carpet tiles
Tecsom
T3620 Pointe
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Tecsom
T3620 Pointe

ASTM E648 (cat. 1) Under process
NF P92506 M3Fire Rating
BS 4790 Passed

Sound Absorption
ISO 717/2 ∆ L (W)23 dB
ISO 11654 α (W) 0,20 (H)

EN 1815 ≤2 KV
Electrostatic Characteristics IBM/ICL Passed

ISO DIS10965 RT ≤ 1010 Ω
Castor chair

EN 985 Passed* R ≥ 2,4
ISO 4918 Passed* R ≥ 2,4

Dimensional Stability EN 986 ≤ 0,10 %
Heated floor pr EN 12524 Under process

EXTRA HEAVY TRAFFIC - EN 1307 - CLASS 4 under process with ref number 01.6003 of 19/10/2001

DESCRIPTION
Pile Fibre

Gauge

Number of Stitches

Density

WDF World Density Factor
AD Average Density

Pile Yarn Weight

Pile Height

Total Weight

Total Thickness

Primary Backing

Backing

Tile Size

Nb of colors

Tiles per Box

Installation

ISO 1763

ISO 1763

ISO 8543

ISO 1766

ISO 8543

ISO 1765 

100 % Polyamide Solution Dyed

Yarn by Tarkett Sommer Technologies

1/10 C.O.L.

42 stitches/10 cm

172 200 stitches/m2

5 633 333
8 666

650 g/m2  (19,17 oz/yd2)

2,7 mm

4 760 g/m2 

7,2 mm

Non woven primary backing

Tecsom Backing System - 100 % recycled vinyl backing reinforced with glass fiber

50 x 50 cm

12

5 m2 (20 ■■)

DATA

Customs tariff : 570320910000A

TECSOM® : TARKETT SOMMER registered Trademark
® TARKETT SOMMER Test

*The above information is subject to modifications for the benefit of further improvement.

TECHNICAL PERFORMANCES 

Colour fastness
ISO 105B02

7
BS 1006

The Sedan
production 
factory is 
registered 
and conforms 
with the 
ISO 9002/
EN 29002 
quality 
assurance 
system. 

The Sedan
production 
factory is 
registered 
and conforms 
with the 
environmental
management
sytem 
ISO 14001. 

G U A R A N T Y

ANS
YEARS
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DJ 046 DS 064

DR 054 DO 118

DA 088 DA 077

DT 186 DM 127

DV 108 DV096

DB 103 DB 237

Tecsom
T3620 Pointe

• T3620 Pointe is a refined loop pile that
provides the looks of a cut pile. You can
now benefit from the hardwearing
characteristics that T3620 Pointe offers,
confident in the knowledge that it will
be at home in any prestigious commercial
interior. A regular black and white dot on
a range of coloured backgrounds provides
either a stand alone pattern or, when
combined with other Tecsom products
such as the stylish T3580 City Square
and striking T3860 Nattey and Tissey,
a stunning contrast.

• T3620 Pointe is constructed from 100%
solution dyed yarn, and its coarse denier
provides excellent retention of appearance,
resistance to soiling and ease of
maintenance. Stronger detergents can be
used for routine cleaning which increases
hygiene standards.

• T3620 Pointe features Tarkett Sommer´s
unique recycled vinyl backing system
which provides exceptional stability and
highly accurate jointing.
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